2. Product specifications 


2. Product specifications 


2-1. Feature & Specifications 


Model 

LN26B450C4M(HD) 


Feature 


► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 


► Brightness : 450cd/nr|2 

► Contrast Ratio : 3000:1 

► Response time : 6.5ms 

► Dynamic contrast 


Specifications 

Item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 26-Inch viewable, 
0.4215mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1366 Pixels 
Vertical : 768 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

575.769(H) x 323.712(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

< 80W(<1W, stand by) 

Dimensions 
Set (WxDxH) 

669.7 X 21 6x 495.1mm_with stand 
669.7 X 75.3 x 455.0mm_without stand 

Weight (Set) 

18.52lbs(8.4Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25“C ~ 45“C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN32B450C4M(HD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : 450cd/nri2 


► Contrast Ratio : 3000:1 


► Response time : 8.5ms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 32-Inch viewable, 
0.17025(H) X 0.51075 (V) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1366 Pixels 
Vertical : 768 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

697.6845(H) x 392.256(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<130W(< 1W, stand by) 

Dimensions 
Set (WxDxH) 

797.7 X 252 x 576.5mm_with stand 
797.7 X 84.8 x 530.5mm_without stand 

Weight (Set) 

25.13lbs(11.4Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN37B450C4M(HD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : 450cd/nri2 


► Contrast Ratio : 3000:1 


► Response time : 6.5ms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 37-Inch viewable, 
0.51075 (H) X 0.51075 (W) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1366 Pixels 
Vertical : 768 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

819.6(H) x460.8(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<140W(< 1W, stand by) 

Dimensions 
Set (WxDxH) 

913.2 X 300 X 656.2mm_with stand 
913.2 X 93.3 X 605.3mm_without stand 

Weight (Set) 

30.20lbs(13.7Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN40B450C4M(HD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : 450cd/nri2 


► Contrast Ratio : 3000:1 


► Response time : Sms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 40-Inch viewable, 
0.648(H) X 0.648(W) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1366 Pixels 
Vertical : 768 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

885.168(H) x497.66(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<180W(< 1W, stand by) 

Dimensions 
Set (WxDxH) 

989.8 X 300 X 692.1mm_with stand 
989.8 X 93.4 x 642.8mm_without stand 

Weight (Set) 

39.02lbs(17.7Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN32B530P2M(FHD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : SOOcd/m^ 


► Contrast Ratio : 5000:1 


► Response time : 6.5ms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 32-Inch viewable, 
0.36375(V) X 0.36375(W) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1920 Pixels 
Vertical : 1080 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

698.4(H) X 392.85(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<130W(<1W, stand by) 

Dimensions 
Set (WxDxH) 

810.0 X 220.2 X 562.5 mm_with stand 
801.0x76.8x518.1 mm_without stand 

Weight (Set) 

26.0lbs(11.8Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN37B530P2M(FHD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : SOOcd/m^ 


► Contrast Ratio : 2500:1 


► Response time : 6.5ms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 37-Inch viewable, 
0.42675(H) X 0.42675(W) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1920 Pixels 
Vertical : 1080 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

819.36(H) x460.89(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<140W(<1W, stand by) 

Dimensions 
Set (WxDxH) 

918.0 X 300 X 650mm_with stand 
918.0 X 77.3 X 597.3 mm _without stand 

Weight (Set) 

33.lbs(15.3Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN40B530P2M(FHD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : SOOcd/m^ 


► Contrast Ratio : 5000:1 


► Response time : 6.5ms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 40-Inch viewable, 
0.15375(H) X 0.461 25(V) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1920 Pixels 
Vertical : 1080 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

685.6(H) X 498.1 5(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<180W(<1W, stand by) 

Dimensions 
Set (WxDxH) 

998 X 260.1 X 686mm_with stand 
998.0 X 78.4 x 620.8 mm_without stand 

Weight (Set) 

39.7lbs(18Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


Model 

LN46B530P2M(FHD) 

Feature 

► Digital-TV, RF, 3-HDMI, 2Component, 2-AA/, USB (Download port), D-sub 

► Brightness : SOOcd/m^ 


► Contrast Ratio : 4000:1 


► Response time : 6.5ms 


► Dynamic contrast 



Specifications 

item 

Description 

LCD Panel 

TFT-LCD panel, RGB vertical stripe, normaly black, 46-Inch viewable, 
0.53052 (H) X 0.53052 (V) mm Pixel Pitch 

Scanning Frequency 

Horizontal : 30 kHz ~ 80 kHz (Automatic) 
Vertical : 56 Hz ~ 75 Hz (Automatic) 

Display Colors 

16.7M colors 

Maximum resolution 

Horizontal : 1920 Pixels 
Vertical : 1080 Pixels 

Input Signal 

Analog 0.7 Vp-p ± 5% positive at 75Q , internally terminated 

Input Sync Signal 

H/V Separate, TTL, P. or N. 

Maximum Pixel Clock rate 

310MHz 

Active Display 
Horizontal/Vertical 

1018.08(H) x572.67(V) mm 

AC power voltage & Frequency 

AC 110V ~ 240V, 50/60HZ 

Power Consumption 

<230W(<1W, stand by) 

Dimensions 
Set (WxDxH) 

1127.0 X 260.0 X 766.0mm_with stand 
1127.0 X 77.8 X 712.1 mm_without stand 

Weight (Set) 

52.3lbs(23.7Kg) 

TV System 

Tuning 

Frequency Synthesize (Refer to detailed Frequency Table) 


System 

ISDB-T, PAL-M/NTSC/PAL-N 


Sound 

Stereo, SRS Surround HD 

Environmental Considerations 

Operating Temperature : 50T ~ 104T (10“C ~ 40“C) 
Operating Humidity : 10% ~ 80%, non-condensing 
Storage temperature : -13T ~ 113T (-25°C ~ 45°C) 
Storage Humidity : 5% ~ 95%, non-condensing 

Audio spec. 

- MAX Internal speaker Out : Right => 10W, Left => 10W 

- BASS Control Range : -8 dB ~ + 8dB 

- TREBLE Control Range : -8 dB ~ +8 dB 

- Headphone Out : 10 mW MAX 

- Output Frequency : RF : 80 Hz ~ 15 kHz 

A/V : 80 Hz ~ 20 kHz 

Note: Anynet+ 
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2. Product specifications 


CHANNEL FREQUENCY TABLE 

1 . OUTPUT FREQUENCY : ANALOG fv:45.75MHz, fs:41 ,25MHz DIGITAL Fc:44MHz 

2. TUNING STEP SIZE : FIRST PLL 250KHz SECOND PLL 62.5KHz 
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373.25 

50 

50 

689 

687.25 

UHF 

NN 

379.25 

HYPER 

NN 

378.00 
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433.25 

60 

60 

749 

747.25 
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HYPER 

YY 

444.00 

YY 

445.25 

62 

62 

761 

759.25 

UHF 

zz 

451.25 

HYPER 

ZZ 

450.00 

ZZ 

451.25 

63 

63 

767 

765.25 

UHF 

AAA 

457.25 

HYPER 

AAA 

456.00 

AAA 

457.25 

64 

64 

773 

771.25 

UHF 

BBB 

463.25 

HYPER 

BBB 

462.00 

BBB 

463.25 

65 

65 

779 

777.25 

UHF 

CCC 

469.25 

ULTRA 

CCC 

468.00 

CCC 

469.25 

66 

66 

785 

783.25 

UHF 

DDD 

475.25 

ULTRA 

DDD 

474.00 

DDD 

475.25 

67 

67 

791 

789.25 

UHF 

EEE 

481.25 

ULTRA 

EEE 

480.00 

EEE 

481.25 

68 

68 

797 

795.25 

UHF 

FFF 

487.25 

ULTRA 

FFF 

486.00 

FFF 

487.25 

69 

69 

803 

801.25 

UHF 

GGG 

493.25 

ULTRA 

GGG 

492.00 

GGG 

493.25 
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2. Product specifications 


OSD 

CH NO 

AIR 

BAND 

CH NO 


BAND 

CH NO 


CH NO 

Cable IRC 

Air-DTV 

Air-NTSC 

Cable STD 

Cable HRC 

70 

70 




HHH 

499.25 

ULTRA 

HHH 

498.00 

HHH 

499.25 

71 

71 




1 1 1 

505.25 

ULTRA 

1 1 1 

504.00 

1 1 1 

505.25 

72 

72 




JJJ 

511.25 

ULTRA 

JJJ 

510.00 

JJJ 

511.25 

73 

73 




KKK 

517.25 

ULTRA 

KKK 

516.00 

KKK 

517.25 

74 

74 




LLL 

523.25 

ULTRA 

LLL 

522.00 

LLL 

523.25 

75 

75 




MMM 

529.25 

ULTRA 

MMM 

528.00 

MMM 

529.25 

76 

76 




NNN 

535.25 

ULTRA 

NNN 

534.00 

NNN 

535.25 

77 

77 




000 

541.25 

ULTRA 

000 

540.00 

000 

541.25 

78 

78 




PPP 

547.25 

ULTRA 

PPP 

546.00 

PPP 

547.25 

79 

79 




79 

553.25 

ULTRA 

79 

552.00 

79 

553.25 

80 

80 




80 

559.25 

ULTRA 

80 

558.00 

80 

559.25 

81 

81 




81 

565.25 

ULTRA 

81 

564.00 

81 

565.25 

82 

82 




82 

571.25 

ULTRA 

82 

570.00 

82 

571.25 

83 

83 




83 

577.25 

ULTRA 

83 

576.00 

83 

577.25 

84 

84 




84 

583.25 

ULTRA 

84 

582.00 

84 

583.25 

85 

85 




85 

589.25 

ULTRA 

85 

588.00 

85 

589.25 

86 

86 




86 

595.25 

ULTRA 

86 

594.00 

86 

595.25 

87 

87 




87 

601.25 

ULTRA 

87 

600.00 

87 

601.25 

88 

88 




88 

607.25 

ULTRA 

88 

606.00 

88 

607.25 

89 

89 




89 

613.25 

ULTRA 

89 

612.00 

89 

613.25 

90 

90 




90 

619.25 

ULTRA 

90 

618.00 

90 

619.25 

91 

91 




91 

625.25 

ULTRA 

91 

624.00 

91 

625.25 

92 

92 




92 

631.25 

ULTRA 

92 

630.00 

92 

631.25 

93 

93 




93 

637.25 

ULTRA 

93 

636.00 

93 

637.25 

94 

94 




94 

643.25 

ULTRA 

94 

642.00 

94 

643.25 

95 

95 




A-5 

91.25 

FM 

A-5 

90. 00 

A-5 

91.25 

96 

96 




A-4 

97.25 

FM 

A-4 

96.00 

A-4 

97.25 

97 

97 




A-3 

103.25 

FM 

A-3 

102.00 

A-3 

103.25 

98 

98 




A-2 

109.25 

MID 

A-2 

108.00 

A-2 

109.25 

99 

99 




A-1 

115.25 

MID 

A-1 

114.00 

A-1 

115.25 

100 

100 




100 

649. 25 

ULTRA 

100 

648. 00 

100 

649. 25 

101 

101 




101 

655.25 

ULTRA 

101 

654.00 

101 

655.25 

102 

102 




102 

661.25 

ULTRA 

102 

660.00 

102 

661.25 

103 

103 




103 

667.25 

ULTRA 

103 

666.00 

103 

667.25 

104 

104 




104 

673.25 

ULTRA 

104 

672.00 

104 

673.25 

105 

105 




105 

679.25 

ULTRA 

105 

678.00 

105 

679.25 

106 

106 




106 

685.25 

ULTRA 

106 

684.00 

106 

685.25 

107 

107 




107 

691.25 

ULTRA 

107 

690.00 

107 

691.25 

108 

108 




108 

697.25 

ULTRA 

108 

696.00 

108 

697.25 

109 

109 




109 

703.25 

ULTRA 

109 

702.00 

109 

703.25 

110 

110 




110 

709.25 

ULTRA 

110 

708.00 

110 

709.25 

111 

111 




111 

715.25 

ULTRA 

111 

714.00 

111 

715.25 

112 

112 




112 

721.25 

ULTRA 

112 

720.00 

112 

721.25 

113 

113 




113 

727.25 

ULTRA 

113 

726.00 

113 

727.25 

114 

114 




114 

733.25 

ULTRA 

114 

732.00 

114 

733.25 

115 

115 




115 

739.25 

ULTRA 

115 

738.00 

115 

739.25 

116 

116 




116 

745.25 

ULTRA 

116 

744.00 

116 

745.25 


I 125 I 125 


125 I 799.25 lULTRAl 125 I 798.00 I 125 I 799.25 I 
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2-2. Specification Comparison to Old Models 


Model 

LB4C/LB5P 

(LN26B450C4M/LN32B450C4M/LN37B450C4M/ 

LN40B450C4M/LN32B460B2M/LN32B530P2M/ 

LN37B530P2M/LN40B530P2M/LN46B530P2M) 

Design 

■i 

Display Type 

LCD TV 

Built-in Tuner 

0 

Resolution 

1920 X 1080 

LCD Panel 

TFT LCD Panel 60Hz 

Screen Size 

HD : 26732737740” 
FHD : 32”/37”/40”/46” 

Picture ratio 

16 : 9 

Dimensions (W x H x D) 

39.3 X 10.2 X 27 inches_with stand 

Weight 

39.7lbs(set) 

Brightness 

500 nit 

Contrast Ratio 

50,000:1 

Picture Enhacer 

X 

Equalizer 

5 Band 

Movie Plus(MJC) 

X 

Surround Sound 

3 Way SRS TruSurround Dolby Digital 

Speaker Output 

low + low 

Antenna 

1 (Cable/Air) 

HDMI 

3 


2. Product specifications 


Amber 

(LN40A650A1 FXZD/LN46A650A1 FXZD/ 
LN52A650A1FXZD) 



LCD TV 
O 

1920 X 1080 
TFT LCD Panel 120Hz 

40”/46’752” 

16 : 9 

39.24 X 11.81 X 27.01 inches_with stand 
46.74lbs (set) 

500 nit 
50,000:1 
DNIe (FBE3) 

5 Band 
O 

3 Way SRS TruSurround Dolby Digital 

low + low 

1 (Cable/Air) 

4 
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2. Product specifications 


2-3. Accessories 


Product 

Description 

Code. No 

Remark 


• 

O O Q 
O O O 
O O O 

o o o 
OoO 

000 

1 

Remote Control & Batteries 
(AAAx2) 

H D:BN59-00869A 
FHD:BN59-00868A 

Samsung Electronics 
Service center 


Power Cord 

3903-000195 



Cover-Bottom 

HD 

26” : BN63-04269B 
32” : BN63-05326B 
37”40” : BN63-05327B 

PHD 

32” : BN63-05356B 
37”40” : BN63-05330B 
46” : BN63-05332B 

o 

Owner’s Instructions 

BN68-01919B 

□ 

Cleaning Cloth 

BN63-01798B 

a 

Warranty Card/ 

Safety Guide Manual 
(Not available in all locations) 

AA68-03242L 

AA68-03533A 
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